
FTC Automatic Double-Line
Pin Bone Remover

From fillet size 80 gram.

Flexibility

No more adjusting of bone guide.

FTC  Bone Guide adjusts
automatically during  operation.

Simplicity

FTC Vacuum Belt System
makes sure that even small and
slimy fillets stay in correct position
when the wheel picks up the
bones. (option)

Accuracy
FTC Belt Speed Control  makes
it possible to adjust the belt speed
freely. You can choose the best
speed for your production.

Patented &
patent pending

For example to...

Salmon / Trout Original concept since 1986

SPECIFICATIONS OF FTC AUTOMATIC
DOUBLE-LANE  PIN BONE REMOVER

DIMENSION:
L: 1250 x W: 850 x H: 1600 MM
WORKING HEIGHTH: 900 MM (Adjustable)

WIIGHT:  130 KG

ELECTRIC SUPPLY:
208-240 V 50/60 HZ, 1 PH
OTHER VOLTAFGE UPON REQUEST

WATER SUPPLY: 10 LITRE/MIN, 4 BAR

BELT SPEED: UP TO 14 M/MIN

APPLICATIONS: 80 - 3000 G SIZE FILLETS

PRODUCT TEMPERATURE:   1 - 10 C º

FTC Automatic Double-line Pin Bone Remover  has been
developed for processing of large production, with least weight
loss on the market.
Today it is equiped with Belt Speed Control  and some useful
options can be offered to meet your demands.
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